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NO. 67 

Provides its own 
base plate. Face 
member snaps on. 


NO. 78 

Recessed sash 
provides flush 
glazing line. 


NO. 68 

For interior glazing 
and for smaller 
glass areas — 
sidelights, etc. 


NO. 90 

For double glazing. 


NO. 66 

Double-face, snap- 
on (no exposed 
fastenings), vinyl 
glazing bead (simi¬ 
lar to glass stops in 
Amarlite doors). 


NO. 54 

Face has deep 
reveal. 


The Amarlite store front metal line 
provides the perfect complement 
to Amarlite entrances. The 
members are extruded aluminum, 
polished, buffed and anodized 
. . . the same incomparable 
alumilite finish which has become 
famous as a hallmark of 
Amarlite workmanship. 

Throughout the Amarlite system 
of entrances and store fronts, 
aluminum extrusions are used 
exclusively, producing a high degree | 
of uniformity and precision. 
Amarlite’s extrusions provide the 
clean, sheer lines of beauty 
which facilitate fastidious 
delineation in architectural design. 
Their simplicity gains versatility. 

Resiliency, at the points where 
it is desirable, is achieved through 
engineered coordination of three 
factors: a carefully selected 
aluminum alloy; closely calculated 
thicknesses; firm, adaptable 
fastenings. 


NO. 42 

Versatile, narrow-face sash, symmetrical reveal. 





























































































Adaptable to many situations, No. 42 sash 
can be mounted on any of a dozen Amarlite 
sills, or it can be mounted directly on alu¬ 
minum framing, using a tubular vinyl insert 
as a sealing gasket. 

The wedge-tip clip holds the face member 
positively and without distortion. 

See page 13 for accessories (setting blocks, 
corner caps, snap-in clips, etc.) 

see accessories on page fd 


SASH NO. 54 


with no. 6-203 


with no. 6-211 



Similar to No. 42, but with a deeper reveal. 
No. 54 sash can be mounted on either fram¬ 
ing members or the deeper sills and jambs 
illustrated on page 9. 

see accessories on page 13 


with no. 6-204 


with no. 6-212 


AMERICAN ART METALS COMPANY 


















































































see accessories on page 13 


SASH NO* 66# 67# 


With no exposed fastenings and with vinyl inserts for 
dry-set glazing, Amarlite snap-on sash provides a match 
for glass settings of Amarlite doors. 





sash no. 68 

for interior glazing and 
for smaller glass areas, 
sidelights, etc. 


matched 

glazing 

The Amarlite system of 
dry-set resilient glazing 
is now available for the 
complete store front— 
doors, transoms, sash, and 
division bars. Vinyl glazing 
strips, keyed into the 
extruded aluminum 
mouldings, hold glass 
firmly, quietly and 
permanently. 
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|ASH NO. 3^ 
i RECESSED SASH 


To i»rovide the maximiim 
glass area and the mini¬ 
mum sight line, No. 78 sash 
fits mto a recess which is 
roomy enough Id allow fear 
the convenient placement 
of glass. The mmeal of the 
sash, intmor and exterior, 
is practically flush wilh title 
surfece of the wall, jamb, 
or ceilingTnto vdiich the re¬ 
cess, is constEciHbed. 


ALUMINU 

Store fronts 
































































































scale: full size 


DOUBLE GLAZING SASH 

For use with 1" dual panels of glass (such as 
Thermopane, Twindow, etc.) No. 90 sash, with its 
vinyl glazing strips, holds glass firmly. 

The snap-on clips for this double glazing sash 
may be attached to the special sill (no. 6-215) or 
to the special base plate (no. 6-216). 

Division bars and corner bars also are available 
to accommodate 1" dual glazing. 


sash no. 90 


base plali 
no. 6-216 J 


typical assemblies 


base plate 


no. 6-216 


scale: half size 


division bar 


no. n-D-1 


corner bar 

no. 16-D-l 
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lASH-SIU AND BULKHEAD ASSEMBLIES 


Fii ^ ■ j /j I: L»j 1 



Store Fronts 


For a touch of substantial 
elegance, use one of these 
handsome Amarlite bulk¬ 
heads. They may be used to 
surround an opening, creat¬ 
ing the effect of a large pic- 
tureJrame. The alumilite fin¬ 
ish is particularly striking 
and af±ractive“in these large 
sections. 























































head jambs 
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JAMBS AND SlUt 




Head Jamb No. 6^01 
with Half Sash No. 6>131 
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rii ^ / /j I: L ■ j 1 


Store Fronts 


optional head sections 




ctions 


6-301 


6-412 


6-312 


6-411 


6-311 


ptional sill sections 


6-202 


6-201 


6-211 


6-216 

(For Double Glazing Sash) 


6-204 


6-704 


scale: half size 


6-212 





I 6-215 

(For Double Glazing Sash) 



6-703 


ART MEDALS COMPANY 














































DIVISION BARS AND CORNER BAIS 


The outstanding characteristic of 
Amarlite division bars and corner 
bqrs is their versatility. Sturdiness 
and simphcity are also evident. 


These bars, in.conjunction with ap¬ 
propriate Amarlite sash assemblies 
can be used for an infinite variety 
of horizontal, vertical and angular 
arrangements of glass. 



vertical division bar 


1 



10-V 


ll-V 


Reianuiancleil MaxHiiitm Hmght S'JV* 


HORIZONTAL OR VERTICAL BAR 

Providing its own stiffener and vinyl glazing strips, 
the Amarlite 19-HV division bar is the universal glass- 
dividing and glass-supporting member. It offers the 
benefits of the Amarlite dry-set glazing system as used 
in No. 66 sash. Model E doors, and standard transom 
and side fight units. 


corner bar 


16-C 
90* to 120° 
fee. Max* Ht. 



17-< 
90** only 
Rec. Max. Ht. 8^^' 



n-c 

120® to 180® 
fee. Max. Ht. 8'-0'' 




18-C 
90® to 160* 
fee. Max. Ht. 8'-0" 
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STIFFENERS 

If ■■' ■* 

scale: half size 



ji' 'i'-T-i/'-i': 

- 3 ^ >; 


ALUMINUM 

Store fronts 





6-520 

10-V 

Rec. Max. Ht. 13'-0" 



6-512/6-501 6-511 6-512 

Roe. Max. Ht. lO'-O" 10-V 11-V 

Rec. Max. Ht. 13'-0" Rec. Max. Ht. 12'-0" 


horizontal division bar 













































































































STOCK EXTRUSIONS 



6-101 6-121 6-122 


NT-t- 



scale: half size 






430-5 



6-106 


6-126 6-131 


6-217 6-151 430-44 



6-507 



These are the shapes which are 
shown elsewhere in this catalog 
only as components of sash and 
division bar assemblies. They 
may have uses in combinations 
other tiian those illustaated in 
iMs catalog, and, therefore, they 
are available in 22' stock lengths, 
Alumilite finished 

Other Amarlite Stock Shapes 

F&r a wide variety of stock ex- 
trusions, in larger sizes, see pages 
14 and 15 of your Amarlite En¬ 
trances catalog for 1959. 
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Specifications 



1 I n*u\i 


Store Fronts 


1, score. Store front metel components sl^l be AMARLITE 
as manufactured by America Art Metals Company, 


Insfadlaiioh, glazing shall be by contnR^or. 

2, MATBnALS. All se^ons of store front ^all Be ^daruded 

from Architetumi Aluminum Alloy No. 6iS3*T.5;: • ■ 

FastEgii n^ shall be d [ aluminum alloy, st^ mr 

carbon sit^^cadmiuiS^ chrmnium ptefited. 

^FINISH. ^m^xposM^g^^ shall Irave Art Alumili^B finish 
SDEcificarfjjBjl ^^^^ pdished and buffed, lustrous and 
ee of inig^jjdSP^StQ Ey marks, spots, streste and other 
bliHnishes. Af]^l)eix^ bufi^, the aiumkium studkae sh^ not 
be ^ched or rou^ened or altered before being 

asiodiz^. 

dilite coating shall be not less than 
cordauce with ASTM BllO ^ecifi- 


sh^l be comitate and per- 
sealing, painting or pre- 


Thickne^ of the 
.(M)5 inches, tested 
cations. 

Scaling of the 
manent and shall' 

^arvsdive treatment. 

Samples of finish shap|j^ su'bimtted for approval of the 
architect. Finish of all ^^rlal ine^^d shsAl be suh|ect to 
comparison with sample and shall be r^ec^l if not compar¬ 
able. 

4. WCHtXMANSHIP. All joints shall be fitted accuraMy, neatly 

ai^. securely. All cut ench shall be true and accurate and free 
of or rough edi^. 

5. PitiBPAAATlON H3t BKCTION. Where aluminum is to be ptiao^ 
in contact with masonry, steel, wood, concrete, or other 


similar materials, the aluminum AoU be hock-paini^, 
erection, with mi approved bituminous paint. 

6. EICECnON. All items included under the hHii^ M atriTP- 
f rents shedl be installed in correctly pH^mred opviingB^ €K:coTd- 

to the manufacturer’s lecommenditi mAMloiion instruc- 
tmns. They shall be set plumb, square and lOvel in correct 
alignment with floors, cSMii^, walls and other work. T!hnm 
shall be security anchored and all saeh joints ^mll be wottr- 
ti^t. 

7. PROTECTION. To prevent dam^e to fini^, the; ipeneral ctm- 
tractor shall protect ail alumiaum surfaces from contet with 
lime, pkKt@*, mortar, terrazzn, concretE, cement, acids ai^ 
oth^. harmful subsfanc^ as well as from damage by carelBfe 
handling of tools, machinery and materials. F^tectkm pro¬ 
cedure shall be followed as pr^cribed by the mmufecturer, 
including the covering of aluminum surfiacs with waRnrprotf 
nuking ~tape andAOr petroleum ji^ly. 

8. CiBANING. Wbm the proactive hove serv^ tlmr 

purpose, the ^neral Contrs^tor be rssponeible for the 
removal of such materials and the cltaning of all aluminum. 

All aluminum shall be thoroughly cloned, Mlowing the 
proceduK recommeiidBd by the raanutectuier, including w^h- 
ing with mineral ^irits, Mlowed by washing ^th mill soap 
ai^ wafer. No ^i^ive or fsmeitc or acid cfefeiing agmie 
be used. 

SUGKSTION TO OWNER: Wiax, ^plini and pc^shsd as recom¬ 
mended for autoifiotivs finishes, will hfl^pieveit adhomce 

Art tadummum surteesiand make peewdic clBMimg 



MPANY 13 



































Designed for application where the 
touch of elegant simplicity is desired. 
Interlocking members of precisely ex¬ 
truded alloy provide an effective com¬ 
bination of clean lines and beautiful 
finish. 


scale: half size 
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6-722 


6-607 


6-701 


6-602 


6-721 


6-605 


6-702 


6-701 


6-721 


6-604 


6-609 


608 




606 


6-601 


6-603 
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1 ILLINOIS DISTRICT 

8859 South Greenwood Avenue 
Chicago, Illinois 
Phone REgent 1-6050 


3 GEORGIA DISTRICT 

763 Trabert Avenue, N.W. 

P. O. Box 7364, Station C • Atlanta, Georgia 
Phone TRinity 6-3628 


2 NEW JERSEY DISTRICT 

20 Park Place 

P. O. Box 25 • Paramus, New Jersey 
Phone COIfax 2-1540 


4 TEXAS DISTRICT 

8100 Chancellor Row 

P. O. Box 10034, Industrial Station • Dallas, Texas 
Phone FLeetwood 7-7389 



AMERICAN ART METALS COMPANY 

Main Office; 433 Highland Avenue, N.E. 
ATLANTA, GEORGIA 
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